
PRODUCT SPECIFICATIONS

vx-100
•  System Requirements

• Windows XP or Vista
• USB: Free USB 1.1 or 2.0 Port
• USB Speed Compatibility:  Minimum 12Mbps
• Application:  Microsoft® Office Communication Server 2007 

& Skype®

•  Technical Specifications
• Full Duplex Audio:  16-bit, 16 kHz
• Relative humidity range:  Operation & Storage:  Up to 95% 

at 105°F
• Dynamic USB Microphone:  Frequency response 50 Hz – 

16 kHz
• Speaker: 16 Ohm, 0.5W
• Earphone plug: 2.5 mm
• Power Supply:  USB current consumption 0.35A, 2W
• Operation Temperature Range:  32°F to +122°F
• Storage Temperature Range: -13°F to +160°F
• Dynamic jitter buffering
• Hook switch
• RJ-9 handset cable connector

•  Compliance
• Complies with the Universal Serial Bus Specification Rev 

1.1, supporting data rate at full-speed (12 Mbps)
• Complies with:  CSA, CE, FCC
• Telecommunication Standards compliance:  EU EN 55022, 

Class B: 1998, Information Technology Equipment Emission
- US FCC 47 CFR, Part 15.101, Subpart B: 2002- 

Unintentional Radiators
- EU EN 61000-3-3: 1994+A1: 2001, Voltage Fluctuations 

& Flicker
- EU EN 55024:  1998, Information Technology Equipment 

Immunity
- US FCC 47 CFR, PART 68, Connection of Terminal 

Equipment to the Telephone Network 

•  Package Contents
• Base
• Handset
• Quick Installation Guide
• Handset Cord – 3.0 feet
• USB A-B Cable – 6.0 feet

•  Weight / Dimensions
• Weight:  approx. 2.0 lbs
• Dimensions:  8 ½” x 3 ¾” x 3 ¼”

•  Color Selections
• Available in:

- Black
- Blue
- White
- Metallic

•  Warranty
• 90 days

•  Other Device Models
• VX-200: Enterprise model with function keys
• VX-200 Duo: Dual mode phone, VoIP or PSTN with 

keypad, LED indicators and local PSTN gateway
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